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Mechanical

Hardware

Software

Dimensions 110 x 110 x 250 mm (4.33 x 4.33 x 9.84")

Weight 1.2 kg (2.65 lb)

Enclosure Material Polycarbonate

Processor Quad-Core® Cortex® A53 at 2.2 GHz

Memory Information 1 GB

Management Interface AmpliFi Wi-Fi App

Networking Interface (1) 10/100/1000 Mbps RJ45 Ethernet WAN

(4) 10/100/1000 Mbps RJ45 Ethernet LAN

Max. Power Consumption 35W

ESD/EMP Protection Air/Contact: ± 24kV

Power Method Universal AC Input: 100-240VAC, 1A Max., 50/60 Hz

Button Factory Reset

Display 4.7" Diagonal, 274 x 1268, 279 ppi, G+F Touch, Full Color

Haptics Yes

Antenna Internal Dual-Band Metal Stamp with 12 Polarity

Antenna Gain 2.4 GHz 3 dBi

5 GHz 6 dBi

Max. TX Power 2.4 GHz 20 dBm

5 GHz 36 dBm

MIMO 2.4 GHz 4 x 4

5 GHz 8 x 8

Speeds 2.4 GHz 1148 Mbps

5 GHz 4800 Mbps

LED Green Ring

Operating Temperature (Ambient) -10 to 45° C (14 to 113° F)

Operating Humidity 5 to 95% Noncondensing

Certi�cations CE, FCC, IC

Wi-Fi Standards Up to Wi-Fi 6

Wi-Fi Functions MU-MIMO, OFDMA, Tx-Beamforming

AmpliFi Alien Router
With the  la te s t 802. 11a x  Wi-Fi 6 te chnolog y,  AmpliFi Alie n de liv e r s  4x  the  ov e r a ll ne tw or k

ca pa city  a nd 2x  the  cov e r a g e  w hile  r e a ching  tr ue  g ig a bit s pe e ds .  I t fe a tur e s  a  dua l-ba nd r a dio

w ith 2. 4 G H z a nd 5 G H z 802. 11a x  r a dios  optimize d for  Wi-Fi 6 pe r for ma nce  a nd ba ck w a r ds

compa tibility  w ith pr e v ious  Wi-Fi s ta nda r ds .  
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Power Save Yes

Wireless Security WPA2

VLAN Yes

Advanced QoS Yes

Guest Traf�c Isolation Yes

Concurrent Clients Yes

Supported Data Rates 802.11a 54 Mbps

802.11b 11 Mbps

802.11g 54 Mbps

802.11n 600 Mbps + 600 Mbps

802.11ac 1733 Mbps + 800 Mbps

802.11ax (Backbone) 4800 Mpbs Router-Mesh Connection

802.11ax (Available to Clients) 4800 Mbps + 1148 Mbps

Operating Frequency* 2.4 GHz 2412 - 2472 MHz

5 GHz 5150 - 5875 MHz

* Depends on regulatory region.


